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1. SCOPE:

1.1 Scope:
This specification covers two series of electrical, rectangular connectors with crimp type
removable contacts. These connectors are provided with single, dual, triple, and
quadruple insert shell configurations.

1.2 Classification:

Connectors covered by this specification shall be of the following types, classes, series
and shell designators.

1.2.1 Type description: The connector type shall be identified as follows:
Type | - Short grommet seal (series 1 only).
Type Il - Standard grommet seal.
Type Il - Without grommet seal.
Type IV - Without interfacial and grommet seals.

1.2.2 Class description: The connector class shall be identified as follows:

Class 1: -65°C to +125°C.
Class 2: -65°C to +200°C.

1.3 Military part number:

The military part number shall consist of the letter "M", the basic number of the
specification sheet, and coded numbers or letters as shown in the following example:

M81659/29 _T 12_ Q002

Basic part Shell Series Insert
number designator designator designator
(1.3.1) (1.3.2) (1.3.3) (1.3.4)

1.3.1 Basic part number: The basic part number shall be as shown on the applicable military
specification sheet. Revision letters shall not be included.

1.3.2 Shell designator: The shell designator shall consist of a letter in accordance with the
following:

A - A connector having a shell configuration to accommodate a keystone insert.
B - A connector having a shell configuration to accommodate a rectangular insert.
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1.3.3

1.3.4

1.4

1.5

Series designator: The series designator shall consist of a one digit number in
accordance with the following:

Series 1 - Front release contacts.
Series 2 - Rear release contacts.

Insert designator: The insert designator shall consist of a four digit number as shown on
MS3157.

Polarization position:

The polarization position of the connector shall be in accordance with table I. Polarizing
hardware is depicted in figure 1a and 1b. All connectors shall be supplied with the
polarizing hardware shipped loose. Polarization shall be accomplished by the user and
the position number marked on the connector shell following the military part number (1.3).

Wire range accommodations:

Wire range accommodations of the contacts shall be as shown in table II.

2. APPLICABLE DOCUMENTS:

2.1

Issues of documents:

The following documents, of the issue in effect on date of invitation for bids or request for
proposal, form a part of this specification to the extent specified herein.

SPECIFICATIONS

FEDERAL

QQ-A-250 Aluminum and Aluminum Alloy Plate and Sheet: General
Specification for

QQ-A-367 Aluminum Alloy Forgings

QQ-A-591 Aluminum Alloy Die Casting

QQ-P-416 Plating, Cadmium (Electro Deposited)




SAE AS81659
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FIGURE 1A. Polarizing post.

INCHES MM
.005 13
.015 .38
.025 .64
098  2.49
08 2.74
J100 2.79
12 2.8
25 3,18
J300 3.30
35 3.43
182 4.62
188 4,78
220 5.59
250 6.35
700 17.78
.780  19.81
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FIGURE 1B. Polarizing insert.
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TABLE |. Polarization positions.

_ PLUG RECEPTACLE PLUG RECEPTACLE
[POSI- LEFT CENTER RIGHI[POS). LLFT CENTER RIGHT|POSI. LEFT CLMILR RIGHT|POSl.- LEFT CENTER RIGHT]
TION __ POST _ POSY POST {TION _ KEY KEY KEY |[TION  POSY _ POST POST|TION __ KEY KEY KEY

00 = — - |00 = — - 50 2 2 5 50 3
01 1 [ 4 4 4 51 3 2 5 51 3
02 2 02 4 4 3 52 4 2 52
03 3 03 4 4 2 53 £ F3 53
04 4 1 04 4 4 1 54 6 2 5 4 6 £
05 5 1 05 4 4 6 55 2 4 5 [
06 3 1 06 4 4 5 56 2 4 6
07 1 [ 07 [ 4 4 51 3 F 4 7 3 2
08 1 6 08 5 [ 3 58 4 4 58 ]
09 6 03 5 4 2 59 5 2 4 59 1 3
10 4 [ 10 £ 4 1 60 6 2 4 60 1 3 S
11 5 [ 11 E 4 3 [7) 1 2 3 61 2 3 4
12 3 [H [ 4 3 62 2 2 3 62 2 3
13 1 13 E 4 4 63 3 2 3 63 3
14 2 14 G 4 64 4 2 3 64 2
15 3 1 5 6 4 2 65 5 2 3 65 2 E 3
16 4 1 5 [ 6 4 66 6 2 3 66 [
17 5 5 7 3 4 3 67 1 2 2 3 3 4
18 € 1 5 18 5 4 5 68 2 2 2 68 )
19 4 19 4 4 69 3 2 2 &9 3
20 1 4 20 4 3 70 4 2 70 3
21 ) 1 3 21 2 71 5 2 2 71 3 3 €
22 4 1 4 F 4 1 72 6 3 > 72 3 3, [
23 5 4 3 1 4 6 73 1 3 1 73 4 F 4
24 [ 4 4 4 5 74 2 3 1 74 . 3
25 2 4 4 75 3 3 75 4
26 F 26 4 3 76 4 E 76 4 2
2 1 27 2 4 2 77 5 77 4 2 5
28 4 1 28 2 4 i 78 3 78 [ 2 H
29 5 1 29 2 4 6 79 ] 6 78 5 2 4
30 3 1 [ 2 4 5 B0 2 3 6 [13 5 2 3
31 1 1 4 4 81 k 3 B 5 2 2
32 2 1 4 3 82 4 3 3 2 1
33 3 1 33 4 2|83 5 3 83 5 2 3
34 4 1 34 4 84 6 3 6 84 2 [
35 § 1 35 3 4 6 H5 3 5 85 2 [
36 6 i 36 3 4 5 | 86 3 5 .1 86
37 1 ; 37 4 3 4_| 87 E 5 87 6
2 F B 4 3 3 88 4 E 5 B8
3 3 4 89 5 E 5 89 [ 2
40 4 2 40 4 90 3 [ 80 2
4 5 p 4 4 3 91 3 4 91 2 4
42 4 4 S g2 3 4 2
43 [ 4 4 93 3 3 4 3
44 2 44 E 94 4 3 [ 4
45 45 95 4 95 :
46 4 46 D6 4 96 5
47 [ 47 97 3 3 97 2 4
4R 6 2 48 3 5 38 2 3 3 98 FH 3
49 1 Pl 49 3 4 |99 3 3 3 99 2 2 2
NOTES:

1. Darkened portion indicates extended part of post in plug. Light portion indicates
key hole in receptacle,
2. Mating faces shown with top up.
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2.1

TABLE Il. Wire range accommodations.

Wire barrel Wire Insulation diameter
sizes size range (inches)
22 26, 24, 22 030 to 054
20 24, 22, 20 040 to 071
16 20, 18, 16 .068 to .103
2 14, 12 097 to 135 |
(Continued):
MILITARY
MIL-M-14 Molding Plastics and Molded Plastic Parts, Thermosetting
MIL-H-5606 Hydraulic Fluid, Petroleum Base, Aircraft, Missile, and Ordnance
MIL-W-16878 Wire, Electrical, Insulated, High Temperature
MIL-I-17214 Indicator, Permeability, Low-Mu (Go-No-Go)
MIL-C-22520 Crimping Tools, Terminal, Tool Kits, Hand or Power Actuated, Wire
Termination, General Specification for
MIL-L-23699 Lubricating Oil, Aircraft Turbine Engines, Synthetic Base
MIL-M-24325 Molding Material, Plastic, Epoxy Compounds, Thermosetting
MIL-C-26074 Coatings, Electroless Nickel, Requirements for
MIL-C-39029 Contacts, Electrical, Connector
MIL-C-45662 Calibration System Requirements
MIL-C-55330 Connectors, Preparation for Delivery of

MIL-C-81659/1

MIL-C-81659/2

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Single Insert, Type Il, Class 1 (-65°C to +125°C),
Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Single Insert, Type Il, Class 2 (-65°C to +200°C),
Series 1, Shell Designator A
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2.1

(Continued):

MIL-C-81659/3

MIL-C-81659/4

MIL-C-81659/5

MIL-C-81659/6

MIL-C-81659/7

MIL-C-81659/8

MIL-C-81659/9

MIL-C-81659/10

MIL-C-81659/11

MIL-C-81659/12

MIL-C-81659/21

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Single Insert, Type I, Class 1 (-65°C to
+125°C), Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Single Insert, Type I, Class 2 (-65°C to
+200°C), Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Single Insert, Type I, Class 1 (-65°C to
+125°C), Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Single Insert, Type |, Class 2 (-65°C to
+200°C), Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Double Insert, Type I, Class 1 (-65°C to +125°C),
Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Double Insert, Type I, Class 2 (-65°C to +200°C),
Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Double Insert, Type Il, Class 1 (-65°C to
+125°C), Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Double Insert, Type Il, Class 2 (-65°C to
+200°C), Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Double Insert, Type |, Class 1 (-65°C to
+125°C), Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Double Insert, Type |, Class 2 (-65°C to
+200°C), Series 1, Shell Designator A

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Double Insert, Type Il, Class 1 (-65°C to +125°C),
Series 1, Shell Designator B
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2.1

(Continued):

MIL-C-81659/22

MIL-C-81659/23

MIL-C-81659/24

MIL-C-81659/25

MIL-C-81659/26

MIL-C-81659/27

MIL-C-81659/28

MIL-C-81659/29

MIL-C-81659/30

MIL-C-81659/31

MIL-C-81659/32

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Double Insert, Type I, Class 2 (-65°C to +200°C),
Series 1, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Double Insert, Type I, Class 1 (-65°C to +125°C),
Series 1, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Double Insert, Type I, Class 2 (-65°C to +200°C),
Series 1, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Double Insert, Type Il, Class 1 (-65°C to
+125°C), Series 1, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Double Insert, Type Il, Class 2 (-65°C to
+200°C), Series 1, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Double Insert, Type |, Class 1 (-65°C to
+125°C), Series 1, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Double Insert, Type |, Class 2 (-65°C to
+200°C), Series 1, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Crimp Contacts, (Single
Insert, Type Il, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Plug, Crimp Contacts, (Single
Insert, Type Il, Class 2 (-65°C to +200°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Single Insert, Type Il, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Single Insert, Type Il, Class 2 (-65°C to +200°C), Series 2, Shell
Designator A)
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2.1

(Continued):

MIL-C-81659/33

MIL-C-81659/34

MIL-C-81659/35

MIL-C-81659/36

MIL-C-81659/37

MIL-C-81659/38

MIL-C-81659/39

MIL-C-81659/40

MIL-C-81659/41

MIL-C-81659/42

MIL-C-81659/43

Connectors, Electrical, Rectangular, Plug, Crimp Contacts, (Dual
Insert, Type Il, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Plug, Crimp Contacts, (Dual
Insert, Type Il, Class 2 (-65°C to +200°C), Series 2, Shell
Designator A).

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Dual Insert, Type I, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Dual Insert, Type Il, Class 2 (-65°C to +200°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Plug, Crimp Contacts, (Triple
Insert, Type I, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Plug, Crimp Contacts, (Triple
Insert, Type I, Class 2 (-65°C to +200°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Triple Insert, Type Il, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical Rectangular, Receptacle, Crimp Contacts,
(Triple Insert, Type Il, Class 2 (-65°C to +200°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Plug, Crimp Contacts,
(Quadruple Insert, Type Il, Class 1 (-65°C to +125°C), Series 2,
Shell Designator A)

Connectors, Electrical, Rectangular, Plug, Crimp Contacts,
(Quadruple Insert, Type Il, Class 2 (-65°C to +200°C), Series 2,
Shell Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Quadruple Insert, Type Il, Class 1 (-65°C to +125°C), Series 2,
Shell Designator A)
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2.1

(Continued):

MIL-C-81659/44

MIL-C-81659/45

MIL-C-81659/46

MIL-C-81659/47

MIL-C-81659/48

MIL-C-81659/49

MIL-C-81659/50

MIL-C-81659/51

MIL-C-81659/52

MIL-C-81659/53

MIL-C-81659/54

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Quadruple Insert, Type Il, Class 2 (-65°C to +200°C), Series 2,
Shell Designator A)

Connectors, Electrical Rectangular, Plug, Environment Resistant,
Crimp Contacts, Single Insert, Type Il, Class 1 (-65°C to +125°C),
Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Single Insert, Type Il, Class 2 (-65°C to +200°C),
Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Single Insert, Type I, Class 1 (-65°C to
+125°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Single Insert, Type I, Class 2 (-65°C to
+200°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Dual Insert, Type I, Class 1 (65°C to +125°C),
Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Dual Insert, Type I, Class 2 (-65°C to +200°C),
Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Dual Insert, Type Il, Class 1 (-65°C to
+125°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Dual Insert, Type Il, Class 2 (-65°C to
+200°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Triple Insert, Type Il, Class 1 (-65°C to +125°C),
Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Triple Insert, Type Il, Class 2 (-65°C to +200°C),
Series 2, Shell Designator B

-10 -
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2.1

(Continued):

MIL-C-81659/55

MIL-C-81659/56

MIL-C-81659/57

MIL-C-81659/58

MIL-C-81659/59

MIL-C-81659/60

MIL-C-81659/61

MIL-C-81659/62

MIL-C-81659/63

MIL-C-81659/64

MIL-C-81659/65

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Triple Insert, Type I, Class 1 (-65°C to
+125°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Triple Insert, Type I, Class 2 (-65°C to
+200°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Quadruple Insert, Type Il, Class 1 (-65°C to
+125°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Plug, Environment Resistant,
Crimp Contacts, Quadruple Insert, Type Il, Class 2 (-65°C to
+200°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resisting, Crimp Contacts, Quadruple Insert, Type Il, Class 1
(-65°C to 125°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Environment
Resistant, Crimp Contacts, Quadruple Insert, Type Il, Class 2
(-65°C to +200°C), Series 2, Shell Designator B

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Single Insert, Type lll, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Dual Insert, Type lll, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Triple Insert, Type lll, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical Rectangular, Receptacle, Crimp Contacts,
(Quadruple Insert, Type lll, Class 1 (-65°C to +125°C), Series 2,
Shell Designator A)

Connectors, Electrical, Rectangular, Plug, Crimp Contacts, (Single
Insert, Type IV, Class 1, (-65°C to +125°C), Series 2, Shell
Designator A)

-11 -
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2.1

(Continued):

MIL-C-81659/66

MIL-C-81659/67

MIL-C-81659/68

MIL-C-81659/69

MIL-C-81659/70

MIL-C-81659/71

MIL-C-81659/72

MIL-1-81969/1

MIL-1-81969/14

MIL-I-81969/17

MIL-I-81969/19

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Single Insert, Type IV, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Single Insert, Type IV, Class 1, (-65°C to +125°C), Series 2, Shell
Designator A, Clinch Nut Mounting)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Single Insert, Type IV, Class 1, (-65°C to +125°C), Series 2, Shell
Designator A, Float Mounting)

Connectors, Electrical, Rectangular, Plug, Crimp Contacts, (Dual
Insert, Type IV, Class 1, (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Dual Insert, Type IV, Class 1 (-65°C to +125°C), Series 2, Shell
Designator A)

Connectors, Electrical, Rectangular, Receptacle, Crimp Contacts,
(Dual Insert, Type IV, Class 1, (-65°C to +125°C), Series 2, Shell
Designator A, Clinch Nut Mounting)

Connectors, Electrical Rectangular, Receptacle, Crimp Contacts,
(Dual Insert, Type IV, Class 1, (-65°C to +125°C), Series 2, Shell
Designator A, Float Mounting)

Installing and Removal Tools, Connector Electrical Contact, Type
Ill, Class 2, Comp. C

Installing and Removal Tools, Connector Electrical Contact, Type
lll, Class 2, Comp B

Installing and Removal Tools, Connector Electrical Contact, Type I,
Class |, Comp. C

Installing and Removal Tools, Connector Electrical Contact, Type II,
Class |, Comp C

-12 -




SAE AS81659

2.1

(Continued):

STANDARDS

MILITARY

MIL-STD-105 Sampling Procedures and Tables for Inspection by Attributes
MIL-STD-454 Standard General Requirements for Electronic Equipment
MIL-STD-1285 Marking of Electrical and Electronic Parts

MIL-STD-1344 Test Methods for Electrical Connectors

MS3157(NAVY) Insert Arrangements, MIL-C-81659 Electric Connector, Series 1 and 2
MS27488 Plug, Sealing, Electric Connector

(Copies of specifications, standards, drawings, and publications required by contractors in
connection with specific procurement functions should be obtained from the procuring
activity or as directed by the contracting officer).

3. REQUIREMENTS:

3.1

3.2

3.3

Specification sheets:

The individual item requirements shall be as specified herein and in accordance with the
applicable specification sheets. In the event of any conflict between requirements of this
specification and the specification sheets, the latter shall govern.

Qualification:

Connectors furnished under this specification and the applicable specification sheet shall
be products which are qualified for listing on the applicable qualified products list (QPL) at
the time set for the opening of bids. (See 4.4 and 6.3.)

Materials:

Materials shall be as specified herein. When a definite material is not specified, a material
shall be used which will enable the connectors to meet the performance requirements of
this specification. Acceptance of approval of any constituent material shall not be
construed as an assurance of the acceptance of the finished product.

-13 -
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3.3.1 Dissimilar metals: When dissimilar metals are employed in intimate contact with each
other, suitable protection against electrolytic corrosion shall be provided as specified in
requirement 16 of MIL-STD-454.

3.3.2 Nonmagnetic materials: All parts shall be made from materials which pass the magnetic
permeability test (see 3.5.1).

3.3.3 Shells: Shells shall be made from a high grade aluminum alloy. Diecasting materials
shall conform to composition number 13, A13, 380, A380 or SC114A of QQ-A-591, or
aluminum forging alloy conforming to QQ-A-367 or QQ-A-250.

3.3.4 Finish: The connector finish on all exposed metal parts, other than electrical contacts,
insert retention plates, and corrosion resistant steel parts, shall be protected as shown in
3.3.4.1and 3.3.4.2.

3.3.4.1 Class 1: Finish for class 1 connectors shall be cadmium plated per type Il of QQ-P-
416 (color to be natural (yellow) chromate).

3.3.4.2 Class 2: Finish for class 2 connectors shall be electroless nickel per MIL-C-26074.

3.3.4.3 Insert retaining plate: The insert retaining plate shall be black to indicate series | and a
contrasting blue color to indicate series II.

3.3.4.4 Shell front face (series 2 only): The top edges of the plug shell and the area around
the polarizing keys of the receptacle shell shall be provided with a 0.031 inch minimum
wide blue stripe to indicate rear release contact retention system.

3.3.5 Inserts:

3.3.5.1 Rigid insert material: Rigid insert material shall conform to MIL-M-24325, MIL-M-14
type GDI-30F, SDG-F or reinforced epoxy resin (Allied Chemical 1288 BX or
equivalent), or reinforced phenolic resin per MIL-M-14.

3.3.5.2 Resilient insert material: Resilient insert material shall be a high grade elastomer
having a shore "A" hardness between 35 and 65.

3.4 Design and construction:

Connectors shall be of the design and construction specified (see 3.1). Bosses and
barriers shall be used as necessary to meet electrical requirements.

-14 -
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3.4.1

3.4.11

3.4.2

3.4.3

3.4.4

3.4.5

3.45.1

3.4.6

Contacts: Unless otherwise specified, contacts shall conform to MIL-C-39029/2 or MIL-
C-39029/11 for pins and MIL-C-39029/3 or MIL-C-39029/12 for sockets. A quantity of
contacts consisting of the normal complement, plus one spare contact for connector
arrangements having 26 contacts or less and two spares for arrangements over 26
contacts shall be included in the unit package. For indirect shipments, connectors may
be ordered without contacts. (See 6.1.)

Coaxial contacts: Users shall obtain coaxial contacts separately from the
manufacturer of the connector being employed, except coaxial contacts for the "C2"
and "C3" insert arrangements shall be supplied with the connector.

Grommet sealing plugs (type Il): The grommet sealing plugs shall be in accordance with
MS27488. Fifteen percent of the number of contacts, but not less than 1, shall be
included in the unit package. Sealing plugs shall not be supplied for coaxial contact
cavities. They must be obtained separately. For indirect shipments, connectors may be
ordered without grommet sealing plugs. (See 6.1.)

Installing and removal tools: Individual contacts shall be installed with the applicable
installing tool as specified in MIL-1-81969/17 and capable of being removed with the
applicable removal tool conforming to MIL-I-81969/19 for series 1 connectors. For
series 2 connectors, the applicable installing and removal tool conforming to MIL-I-
81969/1 or MIL-1-81969/14 shall be used.

Contact crimping: A crimping tool conforming to MIL-C-22520 shall be used as
applicable.

Insert: Inserts shall be designed and constructed with proper sections and radii in order
that they will not crack, chip, or break in assembly or in normal service. Depressions
used to achieve longer creepage paths shall not cause structural weakness, hollow or
split inserts shall not be used, inserts shall be so designed that all air paths between
adjacent contacts and contacts to shell are eliminated. The insert and wire sealing
member shall be either one integral part or a bonded laminate construction. The wire
sealing portion shall provide suitable sealing around the wire on the wire ranges and
insulation diameter ranges shown on table Il. The insert shall be positioned in the shell
as specified (see 3.1).

Interfacial seal (types I, Il, and Ill): Inserts with size 20, 16, 12, or coaxial pin contacts,
or size 22 socket contacts, shall have a resilient face seal permanently bonded in
place to provide an interfacial seal with the hard face of the mating insert in the mated
condition (see 4.6.9).

Contact retention: The inserts shall be designed so that positive locking action of the
contacts in the insert is provided. The contact retaining system shall be free of foreign
material, adhesive, or any obstruction that would prevent smooth contact insertion and
positive retention.
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3.4.7

3.4.8

3.4.9

3.4.10

3.4.11

3.4.12

Insert arrangement: The number and arrangement of contacts shall be in accordance
with MS3157.

Contact alinement and stability: With all contacts in place, the alinement of pin and
socket contacts shall permit engagement irrespective of buildup of allowable tolerances
on hole locations, distortion of contacts due to crimping and insert location in the shell.

Contact cavity identification: Designation of contacts shall be as specified in the
applicable MS standards. Numerals shall be clearly legible. Marking shall be arranged
to avoid confusion between contacts. All markings shall appear on the front and rear
face of each insert. Insert marking on the front face of connectors with projecting
contacts (including the 106 arrangement) is optional. Identification of the socket insert
shall correspond with that of the mating pin insert. Ink marking is preferred but molded,
raised, or recessed insert identification is permissible if located so as not to interface
with sealing surfaces.

Shell: The shell shall be designed to positively retain the insert.

Polarization: Polarization of the mating plug and receptacle shall be accomplished by
means of mating keys on the plug shell and keyways on the receptacle shell (see table
I). Polarization shall be accomplished prior to contact engagement.

Interchangeability: Receptacles of a given size and design manufactured by one
qualified source to the requirements of this specification, shall be capable of mating with
associated plugs manufactured to the requirements of this specification by other
qualified sources. The connector assemblies having the same part number shall be
directly and completely interchangeable with each other with respect to installation and
performance as specified herein.

3.4.12.1 Intermateability: Applicable figures 3 through 19 depict shell, interface, and contact

location dimensions establishing intermateability control.

3.5 Performance:

Connectors and accessories shall be designed to meet the performance requirements
stated herein when tested in accordance with the specified method of section 4. All
requirements and tests on mated connectors shall be performed with the mounting flanges

at 0.297 fgggg . Spacers may be uses between the flanges to hold the position. A

mated connector is defined as shown in figure 2.
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3.5.1

3.5.2

3.5.21

3.5.3

3.54

3.5.5

o—o|—297(7.14 mm)
.281 {7.54mm)

RECEPTACLE
CONNECTOR

PLUG CONNECTOR

FIGURE 2. Definition of a mated connector.

Magnetic permeability: When tested in accordance with 4.6.2, the permeability of the
basic connector assembly shall be less than 2.

Maintenance aging (releaseable contacts only): When pin and socket contacts are
tested in accordance with 4.6.3, the individual contact installing and removal forces shall
meet the requirements of 3.5.2.1.

Contact installing and removal forces: The installing force for any individual contact,
using the applicable installing tool, shall not exceed 15 pounds. The removal force for
any individual contact, using the applicable removal tool, shall not exceed 10 pounds.

Contact retention: When tested in accordance with 4.6.4, the contacts in wired (or
unwired) unmated connectors shall withstand the axial load specified in table Il without
dislodging or damaging the contact, the connector insert or the contact retention
mechanism. The axial displacement of the contact shall not exceed 0.012 inch.

TABLE Ill. Contact axial load.

Contact size Axial load, pounds, minimum
Series 1 Series 2

22 15 15

20 20 20

16 25 25

12 30 30

Insulation resistance: When tested in accordance with 4.6.5, the insulation resistance at
25°C (77°F) shall be greater than 5,000 megohms.

Thermal shock: When tested in accordance with 4.6.6, the temperature limits shall be
-65°C +3°C -0°C to +125°C +3°C -0°C for class 1 connectors and +200°C +3°C -0°C for
class 2 connectors. The connectors shall meet the subsequent test requirements listed
in the applicable test sequence table.
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3.5.6

3.5.7

Insulation resistance at elevated temperature: When tested in accordance with 4.6.7,
the connectors shall show no evidence of physical damage and shall exhibit an
insulation resistance greater than 1,000 megohms at 125°C and 200 megohms at
200°C.

Dielectric-withstanding voltage: When tested in accordance with 4.6.8, the connectors
shall be capable of withstanding the applicable voltage shown in table IV without
flashover unless otherwise specified (see 3.1). The maximum leakage current shall be 1
milliampere.

TABLE IV. Dielectric withstanding voltage.

Altitude

Voltages, rms

Service rating B*
Mated

Service raging A*
Mated

Unmated Unmated

Type I, Type IV Type I, Type IV

IT and I1I

11 and III

Sea level
50,000 ft.

1,000
650

1,500
1,000

1,000
650

1,500
1,000

1,800
1,200

1,500
1,000

*Service retings shown in MS3157,

3.5.8

3.5.9

3.5.10

3.5.11

3.5.12

3.5.13

Mating and unmating forces (connector assembly): When tested in accordance with
4.6.9, the mating and unmating forces shall not exceed 45 pounds per insert. (See 3.5.)

Humidity (type I, type Il and type IV): When tested in accordance with 4.6.10, the mated
connectors shall meet the dielectric withstanding voltage at sea level as specified in
3.5.7 and 100 megohms (minimum) insulation resistance.

Vibration: When tested in accordance with 4.6.11, the connectors shall show no
evidence of cracking, breaking, loosening of parts, or loss of continuity of any contact
circuit greater than one microsecond.

Shock (specified pulse): When tested in accordance with 4.6.12, the connectors shall
show no evidence of cracking, breaking, loosening of parts, nor loss of continuity of any
contact circuit greater than one microsecond.

Durability: When subjected to 500 cycles of mating and unmating in accordance with
4.6.13, the connectors shall show no evidence of damage detrimental to the operation of
the connector and shall meet the mating and unmating forces as specified in 3.5.8.

Salt spray (corrosion): When tested in accordance with 4.6.14, exposure to a salt-laden
atmosphere shall not cause sufficient corrosion to interfere with the mating and unmating
force of the connectors.

-18 -




SAE AS81659

3.5.14 Temperature life: When tested in accordance with 4.6.15, connectors shall withstand
without evidence of damage 1,000 hours at an ambient temperature of 125°C +3°C for
class 1 and 200°C +3°C for class 2.

3.5.15 Fluid immersion: When tested in accordance with 4.6.16, unmated connectors shall
mate within the forces specified in 3.5.8.

3.5.16 Altitude-moisture injection (type Il): When tested in accordance with 4.6.17, connectors
shall have an insulation resistance of at least 100 megohms and shall maintain a
dielectric withstanding voltage per table IV.

3.5.17 Insert retention: When tested in accordance with 4.6.18, unless otherwise specified (see
3.1), the connector-insert assembly shall retain its normal position in the connector shell
for the specified load and shall show no signs of physical damage.

3.6 Marking:

Each connector shall be legibly and permanently marked as specified (see 3.1) in
accordance with MIL-STD-1285.

3.7 Workmanship:

Connectors shall be processed in such a manner as to be uniform in quality and shall be
free from pits, corrosion, cracks, rough edges, chips, and other defects that will affect life
or serviceability.

4. QUALITY ASSURANCE PROVISIONS:
4.1 Responsibility for inspection:

Unless otherwise specified in the contract, the contractor is responsible for the
performance of all inspection requirements as specified herein. Except as otherwise
specified in the contract, the contractor may use his own or any other facilities suitable for
the performance of the inspection requirements specified herein, unless disapproved by
the Government. The Government reserves the right to perform any of the inspections set
forth in the specification where such inspections are deemed necessary to assure supplies
and services conform to prescribed requirements.

4.1.1 Test equipment and inspection facilities: Test and measuring equipment and inspection
facilities of sufficient accuracy, quality and quantity to permit performance of the required
inspection shall be established and maintained by the contractor. The establishment
and maintenance of a calibration system to control the accuracy of the measuring and
test equipment shall be in accordance with MIL-C-45662.
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4.2

4.3

4.31

Classification of inspections:

The inspections specified herein are classified as follows:
a. Qualification inspection (see 4.4).

b. Quality conformance inspection (see 4.5).

Inspection conditions:

Unless otherwise specified herein, all inspections shall be performed with the test
conditions specified in the "General Requirements" of MIL-STD-1344.

Preparation of crimp contact samples: The wire to be used shall be type E or type EE
conforming to MIL-W-16878. The connector shall be fully wired with three feet minimum
length of wire. Approximately half of the samples shall be wired with wire of the largest
size applicable to the wire barrels and with a finished outside diameter approaching the
upper limit of the applicable wire range as specified in table II. The other samples shall
be wired with wire to the smallest size for which contacts are rated: i.e., for size 20
contacts use size 24 wire conforming to MIL-W-16878 type E.

4.3.2 Depth of engagement: Mated connectors shall be engaged as specified in 3.5.

4.4

4.4.1

Qualification inspection:

Qualification inspection shall be performed at a laboratory acceptable to the Government
(see 6.3) on sample units produced with equipment and procedures normally used in
production.

Sample size: Six each completely assembled plugs or receptacle with single inserts of
the greatest complement of contacts and one each completely assembled plug or
receptacle with multiple inserts, for all other connector sizes for which qualification is
desired, shall be submitted. The samples subjected to qualification testing shall be
provided with counterpart connectors for those tests requiring mating assemblies. The
counterpart connectors provided for this purpose shall be new previously qualified
connectors or new connectors submitted for qualification testing. Suppliers not
producing mating connectors shall submit substantiating certification data that tests were
performed with qualified counter part connectors.
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4.4.2 Inspection routine: The sample shall be subjected to the inspection specified in table V,
in the order shown.

TABLE V. Qualification inspection.

Inspection Requirement Test Sample numbers
paragarph method T]2 3)415]8]N
paragraph

3.7, 3.3 through 4.6.1 X1 X X XXX X
3.4,12, 3.6 and
3.7

Examination of product

Magnetic permeabflity

Maintenance aging
Contact {insertion and
removal forces

Contact retention

Contact inserttor and
removal forces

Insulation resistance

Thermal shock

Insuiation resistance
{elevated temperature)

Dielectric withatanding
voltage {sea level)

Mating and unmating
force

Humidity {type I, type
III, and type IV)

¥ibration (mated)

Shock (specified pulse)

Durability

Salt spray {corrosion)

Temperature 1i1fe

t Fluid immersion

Mating and unmating
force

1A1tiﬂude-moisture

injection (type II)

;Insert retention

! bielectric withstanding

¢ voltage (altitude)

- Examination of preduct
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4.4.3 Failures: One or more failures shall be cause for refusal to grant qualification approval.

4.4.4 Retention of qualification: To retain qualification, the supplier shall forward a report at 9
month intervals to the qualifying activity. The qualifying activity shall establish the initial
reporting date. The report shall consist of:

a. A summary of the results of the tests performed for group A and B inspection
indicating as a minimum the number of lots or samples that have passed and the
number that have failed. The results of tests of all reworked lots shall be identified
and accounted for.

b. At 18 month intervals, a summary of the results of tests performed for periodic
inspection, group C, including the number and mode of failures. The summary shall
include results of all periodic inspection tests performed and completed during the 18
month period. If the summary of the test results indicates nonconformance with
specification requirements, and corrective action acceptable to the qualifying activity
has not been taken, action may be taken to remove the failing product from the
qualified products list.

Failure to submit the report within 30 days after the end of each 9 month period may
result in loss of qualification for the product. In addition to the periodic submission of
inspection data, the contractor shall immediately notify the qualifying activity at any time
during the 9 month period that the inspection data indicates failure of the qualified
product to meet the requirements of this specification. In the event that no production
occured during the reporting period, a report shall be submitted certifying that the
company still has the capabilities and facilities necessary to produce the item. If during
2 consecutive reporting period, there has been no production, the manufacturer may be
required, at the discretion of the qualifying activity, to submit to requalification.

4.5 Quality conformance inspection:

4.5.1 Inspection of product for delivery: Inspection of product for delivery shall consist of
group A inspection.

4.5.1.1 Group A inspection: Group A inspection shall consist of the examinations and test
specified in table VI, in the order shown.

TABLE VI. Group A inspection.

Inspection Requirement Test AQL (percent
paragraph method defective}
paragraph Major Minor
Visual and mechanical inspection 3.7, 3.3 through 4.6.1 1.0 4.0
3.4,12, 3.6 and 3.7 ]
Dielectric withstanding voltage 3.5.7 4.6.8.1 100% test

(sea level)
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4.5.1.1.1 Inspection lot: An inspection lot shall consist of all connectors covered by the same
specification sheet produced under essentially the same conditions, and offered for
inspection at one time.

4.5.1.1.2 Sampling plan: Statistical sampling and inspection shall be in accordance with MIL-
STD-105 for general inspection level Il. The acceptable quality level (AQL) shall be
as specified in table VI. Major and minor defects shall be as defined in MIL-STD-
105.

4.5.1.1.3 Rejected lots: If an inspection lot is rejected, the supplier may rework it to correct the
defects, or screen out the defective units, and resubmit for reinspection.
Resubmitted lots shall be inspected using tightened inspection, and shall not
thereafter be tendered for acceptance unless the former rejection or requirement of
correction is disclosed. Such lots shall be separate from new lots, and shall be
clearly identified as reinspected lots.

4.5.2 Periodic inspection: Periodic inspection shall consist of groups B and C. Except where
the results of these inspections show noncompliance with the applicable requirements
(see 6.5) delivery of products which have passed groups B and C shall not be delayed
pending the results of these periodic inspections.

4.5.2.1 Group B inspection: Group B inspection shall consist of the inspections specified in
table VII, in the order shown, and shall be made on sample units which have been
subjected to and have passed the gorup A inspection.

TABLE VII. Group B inspection.

Inspection Requirement Test Rumber of Number of

paragraph method sample units defectives

paragraph | to be tested permitted
Maintenance aging 3.5.2 4,6.3 6 0
Insulation resistance 3.5.4 4.6.5 6 0
Insert retention 3.5.17 4.6.18 6 0

4.5.2.1.1 Sampling plan: Six mating inserts with the greatest complement of contacts being
produced, assembled in mating connector shells, shall be inspected. Inspection
shall be performed every 9 months.

4.5.2.1.2 Disposition of sample units: Sample units which have been subjected to group B
inspection shall not be delivered on a contract or purchase order.

4.5.2.2 Group Cinspection: Group C inspection shall consist of the inspections specified in
table VIII, in the order shown. Group C inspection shall be made on sample units
selected from inspection lots which have passed the group A inspection.
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TABLE VIII. Group C inspection.

Inspection Requirement Test Number of sample Number of

paragraph method units to be defectives

paragraph 1nspected permitted
Maintenance aging 3,6.2 4.6.3 6 0

Insulation resistance at

elevated temperature 3.5.6 4.6.7 0
Vibration 3.5.10 4,6,11 6 0
Shock (specified pulse) 3.5.11 4.6,12 6 0
Humidity 3.5.9 4.6.10 6 0
Durability 3.5.12 £.6,13 6 0
Salt spray {corrosion) 3.5.13 4.6.14 6 0
Mating and unmating forces 3.5.8 4.6,9 6 0
Flyid immersion 3.5.18 4.6.76 6 ¢

45.2.2.1 Sampling plan: Every 18 months, six mating inserts with the greatest complement of

contacts being produced, assembled in mating connector shells, shall be inspected.

4.5.2.2.2 Failures: If one or more sample units fail to pass group C inspection, the sample

shall be considered to have failed.

4.5.2.2.3 Disposition of sample units: Sample units which have been subjected to group C

453

inspection shall not be delivered on the contract or purchase order.

Packaging inspection: The sampling and inspection of the preservation-packaging,
packing and container marking shall be in accordance with the requirements of MIL-C-
55330.

4.6 Methods of examination and tests:

4.6.1

46.2

46.3

Visual and mechanical examination: Connectors shall be examined to verify that the
material, design and construction, marking and workmanship are in accordance with the
applicable requirements (see 3.1, 3.3 through 3.4.12, 3.6 and 3.7).

Magnetic permeability (see 3.5.1): Permeability shall be checked with an instrument
conforming to MIL-I1-17214. The connectors shall be wired or unwired as convenient but
shall not be carrying current.

Maintenance aging (see 3.5.2): Each wired contact shall be installed, removed and
reinstalled using the applicable installing and removal tools. The connector shall then be
mated and unmated 10 times. Twenty percent of the contacts, but not less than 4
contacts, in each plug and receptacle shall be subjected to nine additional cycles of
removal-installation. The force to fully seat (and remove, where required) the cycled
contacts in each plug and receptacle shall be measured during the third and ninth
installation and removal (see 3.5.2.1).
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46.4

4.6.5

4.6.6

46.7

4.6.8

4.6.8.1

4.6.9

4.6.10

Contact retention (see 3.5.3): The axial load as specified in table Il shall be applied to
the engaging end for series 2 and in either direction for series 1 of 20 percent of the
contacts in wired or unwired unmated connectors. The axial rate of application shall be
approximately one pound per second. Contact movement shall be measured after the
contact is firmly seated on the retention member.

Insulation resistance (see 3.5.4): Unmated connectors shall be tested in accordance
with method 3003 of MIL-STD-1344.

Thermal shock (see 3.5.5): Wired, mated, connectors shall be tested in accordance with
method 1003 of MIL-STD-1344. Test condition B for class 1 connectors and test
condition C for class 2 connectors shall be used. Upon completion of the last cycle, the
connectors shall be returned to room ambient conditions for inspection.

Insulation resistance at elevated temperature (see 3.5.6): The insulation resistance of
wired, assembled, mated connectors shall be measured in accordance with 4.6.5 except
the connectors shall have been exposed to a temperature of +125°C +3°C -0°C for class
1 connectors or +200°C +3°C -0°C for class 2 connectors for a minimum of 30 minutes.
After the test the resistance shall be measured while the connector is at the elevated
temperature.

Dielectric-withstanding voltage (see 3.5.7): The connectors shall be tested in
accordance with method 3001 of MIL-STD-1344. The connectors shall show no
evidence of flashover when the applicable voltage at the simulated altitudes, are applied
between all adjacent contacts and between shell and closest contacts. The voltage shall
be applied at a rate not to exceed 500 volts per second until the applicable voltage of
table 1V is reached.

Dielectric-withstanding voltage - group A inspection: Unmated connectors shall be
tested in accordance with 4.6.8, except that simulated contacts may be used and the
period of application of voltage shall be 1 second minimum.

Mating and unmating force (see 3.5.8): The connectors shall be mated and unmated
three times. During the third cycle, the force to mate and unmate the connector shall be
measured.

Humidity (type |, type lll and type IV) (see 3.5.9): The mated connectors shall be tested
in accordance with method 1002, procedure type Il of MIL-STD-1344 except that steps
7a and 7b are not required. During the entire final cycle, a 200 dc voltage potential shall
be applied between the 3 closest pairs of contacts and between the shell and the 3
contacts closest to the shell. After the recovery period specified in MIL-STD-1344, the
dielectric withstanding voltage at sea level and insulation resistance shall be tested in
accordance with 4.6.8 and 4.6.5, respectively.
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4.6.11

4.6.12

4.6.13

4.6.14

4.6.15

4.6.16

Vibration (see 3.5.10): The mated connectors shall be vibrated in accordance with
method 2005, test condition IV of MIL-STD-1344. All contacts shall be series wired and
connected to a suitable testing circuit with 0.1 ampere flowing through the contacts.

Shock (specified pulse) (see 3.5.11): The mated connectors shall be subjected to a
shock test in accordance with method 2004 of MIL-STD-1344. Test condition letter will
be A. All contacts shall be series wired and connected to a suitable testing circuit with
0.1 ampere flowing through the contacts. The shock test shall be repeated 3 times in
both directions of the referenced 90 axis planes (a total of 18 drops).

Durability (see 3.5.12): The wired, assembled plugs and receptacles shall be subjected
to 500 cycles of mating and unmating at a rate not to exceed 100 cycles per hour. The
plug and receptacle shall be completely separated during each cycle. Connectors may
be mated and unmated by machine.

Salt spray (corrosion) (see 3.5.13): The mated plugs and receptacles shall be subjected
to a salt spray test in accordance with method 1001, test condition B, of MIL-STD-1344.
Salt concentration shall be 5 percent.

Temperature life (see 3.5.14): The wired, assembled, and mated connectors shall be
placed in a circulating air oven. The temperature limits and the time duration shall be as
specified in 3.5.14. The sensing device used to monitor the temperature shall be placed
on the shell of the connector.

Fluid immersion (see 3.5.15): Unmated counterpart connectors shall be immersed fully
in the fluids specified in a. and b. for the required periods. At least one pair of mating
counterpart connectors shall be immersed in each fluid. After removal from the fluid,
each pair of connectors shall remain for one hour in free air at room conditions in a
position to allow the fluid to drain from the insert faces. Subsequent testing shall be
performed on connectors mated with the same mating connectors used in previous
testing.

a. Hydraulic fluid conforming to MIL-H-5606 - 20 hours.

b. Lubricating oil conforming to MIL-L-23699 - 20 hours.
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4.6.17

4.6.18

Altitude - moisture injection (type Il only) (see 3.5.16): Wired and mated connectors
shall be subjected to 50,000 feet equivalent altitude. After 5 minutes stabilization at this
altitude, the pressure shall be increased to sea level at the rate of 10,000 feet per
minute. This procedure constitutes one cycle. The air admitted into the test chamber
shall be at least 99 percent humidity. This test shall consist of five cycles. The dielectric
withstanding voltage test shall be performed as specified in 4.6.8 on the mated
connector at the end of the first and fifth cycle. An acceptable method for humidifying
the admitted air is as follows:

a. Partially fill a laboratory flask with water. Close with a two hole stopper fitted with an
air intake tube extending well below the water level and an outlet tube which is
located in the top of the flask well above the water level.

b. Place the flask in an oven, having a volume which exceeds the volume of the altitude
chamber, and at a temperature of 190 +5°F (88 £3°C). Connect a tube between the
outlet side of the flask and the altitude chamber providing a shut-off valve to control
the flow as desired. CAUTION: Appropriate traps should be located between the
altitude chamber and any instrumentation and the vacuum pump to prevent free
moisture and/or water vapor from entering the low pressure monitoring or pumping
system.

Insert retention (see 3.5.17). Unless otherwise specified (see 3.1), connector inserts
shall withstand a uniformly distributed axial load of 120 pounds in either direction without
being dislocated from their normal position in the connector shell. The load shall be
increased gradually at a rate not to exceed 20 pounds per second until the specified
load is reached.

5. PACKAGING:

5.1 Packaging requirements:

The requirements for packaging shall be in accordance with MIL-C-55330.
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6. NOTES:

6.1 Ordering data:
Procurement documents should specify the following:
a. Title, number, and date of this specification.

b. Title, number, and date of the applicable specification sheet and the complete part
number.

c. Forindirect shipments, these connectors may be furnished without contacts or
grommet sealing plus (see 3.4.1, 3.4.1.1, and 3.4.2).

6.2 Definitions:
The following definitions shall apply:

a. PLUG CONNECTOR - An electrical fitting with male shell with contacts, constructed to
be electrically connected to a cable, conduit, coaxial line, cord, or wire to join with
another electrical connector(s), and is designed to be mounted on a bulkhead, chassis
or panel.

b. RECEPTACLE CONNECTOR - An electrical fitting with female shell with contacts,
constructed to be electrically connected to a cable, coaxial line, cord, or wire to join
with another electrical connector(s), and is designed to be mounted on a bulkhead,
wall, chassis, or panel.

6.3 Polarizing keys:

Connectors covered by this specification are designed to be used with polarizing keys
which polarize and insure contact alinement. Use of these connectors without polarizing
keys is not recommended.

6.4 Qualification:

With respect to products requiring qualification, awards will be made only for products
which are at the time set for opening of bids, qualified for inclusion in the applicable
qualified products list, whether or not such products have actually been so listed by that
date. The attention of the contractors is called to these requirements and manufacturers
are urged to arrange to have the products that they propose to offer to the Federal
Government tested for qualification in order that they may be eligible to be awarded
contracts or orders for the products covered by this specification.
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6.4.1

6.5

Application for qualification: The activity responsible for the QPL for MIL-C-81659 is the
Naval Air Systems Command. The Naval Weapons Support Center, Crane, Indiana has
been designated by the Naval Air Systems Command as agent for establishment of the
QPL. Request for information pertaining to and applications for qualification should be
addressed to: Commanding Officer, Naval Weapons Support Center, Crane, Indiana
47522, Attention: Code 3074.

Noncompliance:

If a sample fails to pass group B or C inspections, the manufacturer shall notify the
qualifying activity and the cognizant inspection activity of such failure and take corrective
action on the materials or processes, or both, as warranted, and on all units of product
which can be corrected and which were manufactured under essentially the same
conditions with essentially the same materials, processes, etc., and which are considered
subject to the same failure. Acceptance and shipment of the product shall be
discontinued until corrective action, acceptable to the qualifying activity has been taken.
After the corrective action has been taken, groups B and C inspections shall be repeated
on additional sample units (all inspection, or the inspection which the original sample
failed, at the option of the qualifying activity). Group A inspection may be reinstituted;
however, final acceptance and shipment shall be withheld until the groups B and C
inspections have shown that the corrective action was successful. In the event of failure
after reinspection, information concerning the failure shall be furnished to the cognizant
inspection activity and the qualifying activity.

PREPARED UNDER THE JURISDICTION OF
SAE SUBCOMMITTEE AE-8C1, CONNECTORS, OF

COMMITTEE AE-8, AEROSPACE ELECTRICAL/ELECTRONIC DISTRIBUTION SYSTEMS
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SEAL DESIGN OPTIONAL
PROVIDING PERFORMANCE
REQUIREMENTS ARE
MAINTAINED

.310 >
MIN

085 o1

MIN 062
VIEW A VIEW B VIEW C
SOCKET PIN CONTACT SIZE 22 PIN
INCHES MM
004 .10
% 4
- . : 2
Contact size A B [ C-Min ‘ng 1757
065 1.65
110 | 50°
20 - | 050 068 1.73
e 090 | 2.29
- 091 2,31
16 1321500 | 088 09 2.39
: 099 2.5
R 410 2,75
12 ool 5% | 098 25 3018
: 135 3.43
70 432
80 4.57
310 7.87

NOTE: Size 22 socket contacts are exposed similar to view B;
size 22 pin contacts are recessed as shown in view C.

FIGURE 3. Connector interface control dimensions.
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FIGURE 4. Single plug connector intermateability control dimensions.
(Shell designator A)

-31-




SAE AS81659

“pauLBjuULRW 4R
suoLsuawLp J pue g Butptaodd sqid Bupzi)tqes aney of [13yYs 3y} A0} AUESSIIBU 10U S 3] g
*Aeids (edjsWeLp 29PJUOD IO JUNOWE WNRUILXEPU

ay3 snid A3LARD 3DRIU0D 3Y3 JO IDURIS|03 [euop3Lsod Byl Sapniaul

® Jejsuetp ¥ ayl -/
*$3003U02 334205
sjussaxdad ) UOLSUSWLP puR $30e3u0d uld SIUSSVAdDL Y UOLSUSWLP “Z2# IZLS 10¥IU0I 404 g
*afiue|s WOLY 2G0° J° USHE] BJe O puR 3 SUOLSUAWLE G
*gbuR|l WOAY ¥G9” 1B UIR] B4R 4 PUP ( SUOLSUBWL] ‘¥
*S35ayjuaded Ul 34e SJUI{PALNDS JLJIBW €
"l §*GZ = Yyoul | wodn paseq
3J4e pue A[uo uoijmuiojul 1e43ud6 401 UBALL SJde (LW |G 3SOJEBU BYy3 03) SJus|eAlnbd JjJIAY 2
“Sayaul ul 3Je Suolsusuig -}

1S3LON
(6£-2) | (6E"2)|(6€" )| (85°6)
162 | 162" | 16z | 215"
(Le8) |(12-8) | (12-8){(06701) AT adAy
EVET | EVET | E¥ET | 628 Ly
(15} (8e)|(se-}| (61} [(ss1)| (¥1-1){ (20" L) (¥~ ) |(1t=2) | Cag- 1) [(30- 1) {(ss 1) [(1s-2) [{EL 1) { (2" 1) {{09"1)
020" |510° |Ot0" [5£00°(180° |Sv0- {OvD" {S6007) S60° | SESD"| LbO" | 190" | 660" | 890 | 050° | £90° | z seides
(18-)|{18") (i8") |{18") (-2} [(1s- 1) ((+0- 1) {oL-€){(eL 1)
2807 {2£0° 280" {2g0” 560" | sego”| Lyo- z2l" | 890" L S91435
ZL 91 0z FrA 2t |9t {02 22 |2t 9t 0z z2 2t gt 0z z zi 91 (174 2z
J40733UU0)
] ® =4 1 ® e ® = ® =®=@ H
(s6"8L) {{s6 8L) [(se~v1}|(8y-£1) |(£6°12) {{£6°12) |(L6-12) {{€5-61) {(56-8L) [{£9°81) [{€5-61) [(s¥ LT
9y~ |9y | 685" | 889" | g9~ | soec | 598" §e9s {opzc | sesc | 69s | ssoc
(e6702) |{€6702) { (84 £1) [(2L81) {(89722) ((B9-22) |(89 22} {{v2-02) |(v1-02) [{98°61) | (00" 12) ](69-8L}
v28" | v28° (00f | /e~ je6m | €68 {e68 | s64* | g6/~ |esst | f2gt | 9gss | 2 saLuss
(L) [ (¥6-0¥)| {£e-s2) | (02" 52) {€8°02) ({1 9L} [{¥Z°6L) (16°22Y [(16722) {(16-22) (z€702) {{z£02) [{Z£ 02}
619°1 | 219°L | 666" | 266" ozg" | 289" | it 206 | 206 | 206" 208" | 208" | zos”
(se-ez)| (98- z1) (€27 12) {e6°¢2) {{£6°€2) j(£67£2) (ov-22) |(0y-22) |(ov°22)
188~ | £0L~ | 9g®” 26 | 26" | 2v6” 288" | 288" {288 | I SeLmS
xey ury xey uLH 2L oL 0z = zL 9L 02 22 2l 9t 0z 22
= Jo393uuoy
9 3 3 a 2 ] s

inued.

- Cont

imensions

FIGURE 4. Single plug connector intermateability control d

(Shell designator A)

-32-



SAE AS81659

376
B75REF
£65
048
SASSITS TS

SEE NOTE 5
SEE NOTE 4
DETAIL A
BT [c@[RE[.006 DIAM)
TYP 3 PLACES seE M—o]
OF DATUMH NOTE 6
406 e A
a0s 155C 065
*'sc [* BITc@[HM@koIA®)]| 055~
fr @ @ (i @ J DIA
SEE
4 "I\%E)? —G- — -] DETAIL-R
( — v .
[
T FLEFT [ LRigHT g
) CENTER NOTE 6 S
G OF DATUM G )
H y SEENOTE4 | ¥ v
/ .248 i s ’n//
1228 ' y ¢
* T 2’ Ay
D D @) 050 MAX 1-
H DIA P
528 T[c@IHM]LDIA C—n—
-—F » — ln—
—-—H- SEE NOTE & SEE NOTE 6
_.___.___..__’. - T = B
40 SEENoTE T
INCHES MM INCHES MM INCHES MM INCHES MM INCHES MM
006 .15 052 1.32 125 3.18 298  7.57 .665  16.89
048 1.22 055 1.40 228 5.79 302 7.67 .6695 17.00
050 1.27 065 1.65 .248  6.30 .406  10.31 675 17.14
FIGURE 5. Single receptacle connector intermateability control dimensions.

(Shell designator A)
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(Shell designator A)
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FIGURE 6. Dual plug connector intermateability control dimensions.
(Shell designator A)
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(Shell designator A)
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FIGURE 7. Dual receptacle connector intermateability control d

(Shell designator A)
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FIGURE 8. Triple plug connector intermateability control dimensions.
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FIGURE 8. Triple plug connector intermateability control dimensions - Continued.
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(Shell designator A)

-41 -




SAE AS81659

*ALuo ) pue y satjLAed 03 soi|dde 4 uotsuswiq °g
*Ke|ds [eajswetp 3oB3U02 JO Junoae UMM XRl
ay3 snid A3LAed 10P3U0D 3Y3 JO 30UBJD|03 [RuOL3isod ay3 Sspniouy @ Jojaurelp ) eyl "/
*s3oe3u0d uLd
SIUSSDAAIL g UOLSUSWLP pUR SIORIUOD IYI0S SJUSSAAdIL Y UOLSUBWLP “ZZ# BZLS JOBIUOD X0 9
*A31ARD 30 WO3I0Q WO QF(Q" TP UINe Bde 4 pue @ suoLlsuswlg G
*A3LARD 3O WO30Q WOAS 9ZE™ 70 udNe} aJe § pue I suoisuaulg ¥
*sasayjuaded ulL aJe SJUI|RALNLY OLUIY ¢
‘it $°GZ = your | uodn paseq
9Je pue LU0 uoLjewMOjul |BJ4audb Joj usALb sae (ww [9° JSIaeau BY3 03) SjuIjeALnbD OLA} 2
“S9YOuL uL auv mnowm:mEE 1
1S3LON
(i) (ee* [ {se ) [{e U ) {ss LI (vt 1) {20 1) [(#2 ) [(iv 2} [ (19 1) [{v0" 1) [(S5 L) [ LG 2) JLEL L) ({2 L) {08 L}
0Z0" |[S10° (010" |5£00°) 190" { S¥0" | OPO" {S600°| S60° {SE90° | Ly0~ | 190° | 660° | 890° | 05D~ | £90°
2 SaLaas
(18" }{(18") (187) {(18°) (1-2)l (-1} |(+0°1) (or-g){(eL" L)
260" {2€0° 260" {2¢0" G60° §S£90° | 130° z21° | 890° | soLass
2L |9t {02 |22 2zl 91 0z | 22 2l 91 0z 22 Zt 9l 02 zz
49329uu0)
® =0 1 ® =0 oy @ =0 @ e H
{ez 1} {(zz-D) (22 1) (s (L e) {{1L ) [(26°2) | (88 %) {{¥9-2) | {¥9-2) |(2L°9) | (12°S)
8v0" | 840" | 8¥0" | L€l | o1 | ovL” | SLL~ | 261" | vOL° | vO1° | Iv2- | so2”
{0°2) |(90°2) | (90°2) {(¥+"¥) :w.ﬁ (1275) {(ze-p) | (v0-9) | (61 %) | (BL°¥) {(6£78) |{5E°9)
180° : s szt- | soz 1 s0z | ozl | 88z- ) g9t | g9 | 9ps- - | Z saiuss
(g5 1p) [ (L1 1) |{6€" 16) | (91" 186) (GE D(5E D) ](5¢ 1) {2 ) ({187 2Y|(8°2) (6 2)ee LY [(v6°E)
L£9°L | 12971 | 865°E | 695°E €50° | €50° | €50 g | e1l | 1 oLL* | 882 | §51°
{9e-2)|(9€"2) | {9e°2) {06°%) {(06°¥) | (06°%) (05°%) |(20°6) [($9°5)
£60° ] €60 | £60° €61 | 61" | g6L° LL17 ) 858" | Zezm | L sewamg
xey | wiw | xew | uww Z1 9l 02 | & | 21 a1 0z 22 41 91 0z | z2
J40329uUucy)
9 3 3 a 2 | Y

FIGURE 9. Triple receptacle connector internateability control dimensions - Continued.

(Shell designator A)
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*This dimension extends from shell.

NOTES:

1. Dimensions are in inches,

2. Metric equivalents (to the nearest .01 mm) are given for general information only and are
based upon 1 inch = 25.4 mm,

3. Metric equivalents are in parentheses.

FIGURE 12. Single plug connector intermateability control dimensions.
(Shell designator B)
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NOTES:
1. Dimensions are in inches.
2. Metric equivalents (to the nearest .01 nm) are given for general information
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FIGURE 13. Single receptacle connector intermateability control dimensions.
(Shell designator B)
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NOTES:

1. Dimensions are in inches.

2. Metric equivalents (to the nearest .01 mm) -are given for general infermation
only and are based upon 1 inch = 25.4 mm.

3. Metric equivalents are in parentheses.

FIGURE 14. Dual plug connector intermateability control dimensions.
(Shell designator B)
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I — / 047 HIGH MIN
w \7 4_.__A-—.J
XI0N0-XX [XN00N 122 p——— B ——am]
CHARACTERS
093 HIGHMIN
091
3081 | p400
b 2.494
2.786
2,78
1
! =2Es

.ﬁgﬂ./ 50
4PLACES 332

) - DATE CODE £75
MANUFACTURER'S—] 2 ~——| CHARACTERS 665
NAME OR TRADEMARK 04T HIGH MIN

CHARACTERS ,093 HIGH MIN
INCHES MM INCHES MM INCHES MM INCHES MM INCHES MM

010 .25 18 3.00 . 268 6.81 1.381 35.08 2.485 63.12
.040  1.02 122 3,70 .665 16.89 1.435 36.45 2.486 63.14
047 1,19 140 3.56 .675 17.14  1.439 36.55 2.494 63.35
050 1.27 155 3.94 808 20.52 2.155 54,74 2,515 63.88
055  1.40 A75 4,44 818 20.78 2.165 54.99 2.782 70.66
065 1.65 178 4,52 1.010 25.65 2.230 56.64 2.786 70.7
.093 2,36 L198 5,03 1.020 25.91 2.250 57.15 3.061 77.75
110 2,79 248 6.30 1.371 34.82 2.456 62.38 3.091 78.51
Connector A 8 ¢ o E F
Max Max (22 20 16 |22 20 16 (22 20 (16 |22 20 |16
Series 1 1.812 { 1.300 | <=« | .410 [=~~]===] .658 |-==j---] .248 [~-~|-~-} .748 |-~
{46.02) |{33.02) (10.41) (16.71) (6.30) (3.76)
.353 620 178 .118
(8.97 (15.75 (4.52) (3.00)
Series 2 T.475 | 1.300 === | .345 |===|===| 636 |--=|=-=] 287 |~-~|-=~| .183 }~--
(37.46){(33.02) (8.76) (16.15) (7.29) (4.65)
.309 ,606 .251 .168
(7.85) (15.39) (6.38) (4.27)
NOTES:
1. Dimensions are in inches.

2. Metric equivalents (to the nearest .01 mm) are given for general information
only and are based upon 1 inch = 25.4 mm.
3., Metric equivalents are in parentheses.

FIGURE 15. Dual receptacle connector intermateability control dimensions.
(Shell designator B)
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2.245 A=
[ 57235 %] 122 pine HOng ‘.ggg -
2150 g C'SINK 82° X "232DIA |
CHARACTERS 2.140 -225 140 o |ee
093 HIGH .25 Rly
1248 .00 R MAX
‘ _ 0P N
. ) h )
Ll =11 tso LJ
- 4 o
4,570 i ‘@1 :
4979 ] |4fo - -
1413 _ -
1407 — * D—ifje—
4.230‘ J 1381 E { 3937
az6Y || —mEa__ff i3 g { T
p =
! : )
A g 4
' : 1 1A 3
| e :
818 X a
MANUFACTURER'S -808
NAME OR TRADEMARK 1.439 DATE CODE
CHARACTERS 093 1435 CHARACTERS .047 HIGH
HIGH
125
425 DIA 2 HOLES
INCHES MM  INCHES MM INCHES MM INCHES MM INCHES MM
010 .25 ,225  E.72 1.248  31.70 1.435 36.45 2.485  63.12
.093 2.36 .235 5.97 1.252 31.80 1.439 36.55 2.515  63.88
110 2,79 .808  20.52 1.371 34.82 1.440 36.58 3.937 100.00
.16 2.92  .818 20.78 1.381 35.08 1.450 36.83 4.226 107.34
118 3.00 .885 22.48 1.389 35.28 2.140 54.36 4.230 107.44
122 3.10 .897 22.78 1.395 35.43 2,150 54.61 4.540 115.32
125 3.18  .995 25.27 1.407 35.74 2.235 56.77 4.570 116.08
140 3.56  7.005 25.53 1.413 35.89 2.245 57.02
A B c D E F
Connector
: Max | Max |22 | 20 |1sl22 | 20 |16 |22 | 20 |16 |22 20 |16
Series 1 | 1.625 | 1.200 | ~=-] .083 [~~-|-—- |.Joa5* |-=-{:--| .23 |-—[-—-| .489 |---
|t (41.28)} (30.48) {2.11) (1.14) (6.17) (12.42)
.015 017 194 \461
{.38) {.43) {4.53) (11.71)
Series © 1 1,450 | 1.200 [===1 .108 |===]===1 402G == [-==[ 166 |--=|--=| .473 {~—-
(36.83)| (30.48)|  [(2.74) 1.51) (4.22) (12.01)
.072 .004 130 .443
(1.83) (.10) (3.30) {(11.25)

*This dimension extends from shell.

NOTES: .
1. Dimensions are in inches.
(to the nearest .01 mm) are given for general information
upon 1 inch = 25,4 mm.
are in parentheses.

2.

1
g

Metric equivalents
only and are based
Metric equivalents

FIGURE 16. Triple plug connector intermateability control dimensions.
(Shell designator B)
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CHARACTERS
047 HIGH MIN
XXKXO-X/X 0K

= 5
2.515
- R {83 [
125
2.250 DIA -»
3336 AL ~°
8 HOLES - ¢ "f
CHARACTERS 2.185
1093 HIGH 2155 "] 140_gli 1d.
e--252 /| e 1o~ 17
1248 i /‘_243R 3{6;2""‘ -
- &
—_
. L
%’ L IR} 2’23%
1413 1089 E-f -
1079 1.020
1 1407 o 1010 F—]| 1T
4,230 2481
4.926 2-464 ’ r 3.937
d 1.450 MAX
2,831 + (r— T 1.440
R | 13 . 0
¥ J -
: &1{]
AT 20~ |
o 818 L ]
MANUFACTURER'S-/ i) 050 45"—/
mg‘f OR TRADE | 1439 guf CHAMFER  [=——A—®
CHARACTERS 093 &
HIGH MIN gﬁEERJf(?PERS 04T HIGH MIN
IHCHES MM INCHES ™M INCHES MM INCHES M INCHES MM
010 .25 140 3.56 1.020 25.91 1.439 36.55 2.515 63.88
040 1.02 .165 4,19 1.079 27.41 1.440 36.58 2.811 71.40
047 1.19 175 4,46 1.089 27.66 1.450 36.83 2.831 71.91
050 1.27 248 6.30 1.248 31,70 2,155 ©54.74 3.90] 99.08
056 1.40 .268 6.81 1.252 31.80 2.165 54.99 3.931 99,85
065 1.65 665 16.89 1.385 35.18 2.230 56.64 3.937 100.00
003 2.36 675 17.14 1,395 35.43 2,250 57.15 4.226 107.34
Jd10 0 2,79 .808 20.52 1.407 35.74 2,461 62.51 4,230 107.44
J16 2,92 818 20.78 1.413 35.80 2.481 63.02 4.506 114.45
125 3.18 1.010 25.65 1.435 36.45 2.485 63.12 4.636 115.21
Connector A B ¢ 0 E J
Max Max |22 20 16 |22 20 16 |22 20 (16 |22 20 |16
Series 1 1.812 | 1.300 [ === | .410 |~—=[==={ .658 |-r=]-=={ .248 |---|--= 148 | ---
(46.02) |{33.02) (10.41) {16.71) (6.30) {3.76)
.353 .620 178 J18
(8.97) (15.75) {4.52) (3.00)
Series 2 T.475 | 1.300 |~== | .385 |ew=|===[ .636 |-=={===]| 287 }~-=]=== .183 |~~~
(37.46) |(33.02) (8.76) {16.15) {7.29) (4.65)
.309 606 .251 .168
(7.85) (15.39) (6.38) (4.27)
NOTES:
1. Dimensions are in inches. ) .
2. Metric equivalents {to the nearest .01 mm) are given for general information
only and are based upon 1 inch = 25.4 nm.
3, Metric equivalents ar in parentheses.

(Shell designator B)

FIGURE 17. Triple receptacle connector intermateability control dimensions.
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5105
d 5,085 poa— A -—l-
CHARACTERS
.onmcnmm\ 3 TS
300 5
"'{.290'”"'"'1. Bl :ﬁg
T =8 MXXX K/ X XXX XD — 11 &
- R
3,125 | T ( H \ l(
3095 | 2490 [ {lL__ J
AX | I 2.494
- I . 37 MAX
2786 r '
2.782 i ] i r 1 m ‘ ] -
T [oJuur=se
l S _J \L .J
R -
.BI8 - E
122 pia N 1 808 - F
82° x ;333 DIA -l i
- 4.850 - g B —— o=
6 HOLES -QZ MAX ’1\
MANUFACTURER'S BﬂEEEc"TDEERs
NAME OR TRADEMARK 547 HIGH MIN
CHARACTERS .093 HIGH MIN :
INCHES MM INCHES MM INCHES MM INCRES MM INCHES MM
.047 1.9 .19  5.03  .897 22,78 1.38] 35,08 3.095  78.61
10 2,79 .225  5.72  .995 25,27 2,140 54,36 3.125 79,38
18 3.00  .23% 5,97 1.005 25.53 2.150 54.61 4.023 102.18
122 3.0 .808  20.52 1.290 32.77 2.490 63.25 4.033 °102.44
140 3.56  .81s. 20.78 1.300 33.02 2.494 63.35 4.8B50 123.19
178 4.52  .885 27.48 1.371 34.82 2.782 70.66 5.0B5 129.16
2.786 70,76 5,105 129.67
A B C 0 E F
Connectaor
] Max Max |2z | 20 16322 | 20 fie |22 | 20 |16 {22 20 |16
Series 1 1.625 | 1.200 [---]| .083 |~==|~=-].045*%|---|---] .243 {---1-=~| ,489 [---
(41.28)|(30.48) (2.11) (1.14) (6.17) {12.42)
L016 .017 .194 461
{.38) {.43) (4.93) (11.71)
Series 2 | 1,450 | 1.260 [---| 108 |==-]===1 020 |=-- |-==] .166 [~==[~==| 473 |---
(36.83)](30.48) (2.74) {.51) (4.22) {12.01)
072 .004 ,130 .443
(1.83) {.10) (3.30) (11.25)

*This dimension extends from shell.

NOTES:

1. Dimensions are tn inches.

2.
3.

Metric equivalents {to the nearest .01 mm) are given for general information
only and are based upen 1 inch = 25.4
Metric equivalents are in parentheses.

FIGURE 18. Quadruple plug connector intermateability control dimensions.
(Shell designator B)
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CHARACTERS
047 HIGH MIN
OOK=X XXX /XXX
e ——————————

050 y 450
040 X458
CHAMFER o140

A0
LOIOR
MAX )
|
040 MAX X 302 T
CHAMFER ‘
2.494
j-'r ji#:
1.020 ity

MAX
1.010

CHARACTERS
083 HIGH

& HOLES fo—2183 o DATE CODE
\ 4850 CHARACTERS
MANUFACTURER'S— I MAX 047 HIGH MIN
NAME OR TRADEMARK

CHARACTERS ,093 HIGH

INCHES MM INCHES M INCHES MM INCHES MM INCHES MM
010 .25 J100 2.79 .808  20.52  1.381 35.08 3.060 77.72
040 1.02 118  3.00 .818  20.78 2.155 54.74 3.090 78,49
047 1.1% 122 3.0 1.016 25.65 2.165 54.99 4,023 102.18
050 1,27 140 3.56 1.020 25,91 2.490 £3.25 4.033 102.44
055 1.40 178 4.52  1.290 32,77  2.494 63.35 4.850 123.19
065 1.65 .198  5.03 1.300 33.02 2.782 70.66 5.075- 128,90
093 2.36 250 6,35 1.371  34.82 2,786 70.76 5.105 129.67

Connector A B ¢ D E F

Max | Max |22 | 20 [16 {2z | 20 (16 |22 | 20 lie ez | 20 |16
Series 1 | 1.812 | 1.300 {=-=| 410 Jocclacc| 658 fema|ec{| .268 |wmnb-nn| 748 [-n-

(46.02) [(33.02) (10,41) (16.71) (6.30) (3.76)

. .353 620 178 118

(8.97) {15.75) (4.52) (3.00)
Series 2 | 1.475 | 1.300 |-=- | .385 {——-{--=| .636 {——-|-—] .287 |===|-==| .183 [---

(37.46) [(33.02)] | (8.78) (16.15) (7.29) (4.65)

.308 . 606 .251 168

(7.85) (15.39) (6.38) (4.27)

NOTES:

1. ODimensions are in inches.

2, Metric equivalents (to the nearest .01 mm) are given for general information
only and are based upon 1 inch = 25.4 mm.

3. Metric equivalents are in parentheses,

FIGURE 19. Quadruple receptacle connector intermateability control dimensions.
(Shell designator B)
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